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GENERAL NOTES:

A) DROPPERS/TAILS TO BE RATED FOR  t LETTHROUGH

B) HARNESSED WIRING TO BE DERATED.
C) TUFFNOL BRACES NOT TO BE USED ABOVE 10KA.
D) COPPER BUSBARS TO BE CONTINUOUS RATED.

E) ENCLOSURE TO BE IPS4,

F) PHASING R.W.B. TOP TO BOTTOM, LEFT TO RIGHT, BACK

TO FRONT.

G) INTERNAL TEMPERATURE TO BE LIMITED TO 5° ABOVE

ABOVE AMBIENT - MAX. 40°C.

H) CABLE ENTRIES AND GENERAL ARRANGEMENT TO SUIT

INSTALLATION CONSTRAINTS.

ADDITIONAL NOTES:

@2._. CIRCUIT BREAKERS, ISOLATORS AND EARTH
LEAKAGE TO BE TYPE 2 CURVE AND EQUIPMENT

TO BE CBI TYPE

@m_.cmx MOUNTED CBI DB WITH ARCHITRAVE.

(3)DB COLOUR TO BE WHITE

(4)DB TO BE BOTTOM ENTRY FOR CABLE AND
TOP AND BOTTOM FOR CONDUIT.

(5)BUSBAR TO BE SHROUDED

@m>x._.1 & NEUTRAL BAR TO BE EASY ACCESSIBLE.
@mc_nEsz,_. SPACE REQUIRED FOR SAFE ACCESS

FOR REWIRNG.

(8)DB TO BE 18 WAY WITH FRONT COVER AND
NON TRANSLUCENT CBI TYPE OR SIMILAR
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